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Rock bucket 
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Description operating 
weight t

cuting 
width in 

mm

root gap 
in mm

cutter of 
Hardox 400 at 

mm

teeth volume
in l

Gewicht
in kg

GTL5.5-8-800 5.5 - 8 800 50 20 5 217 207
GTL5.5-8-1000 5.5 - 8 1.000 50 20 5 271 271
GTL8-10-1000 8 - 10 1.000 50 20 5 369 288
GTL16-20-1100 16 - 20 1.100 80 300 x 30 4 967 744
GTL16-20-1200 16 - 20 1.200 80 300 x 30 5 1.062 794
GTL16-20-1300 16 - 20 1.300 80 300 x 30 5 1.157 832
GTL16-20-1400 16 - 20 1.400 80 300 x 30 6 1.252 882
GTL16-20-1500 16 - 20 1.500 80 300 x 30 5 1.347 933
GTL16-20-1550 16 - 20 1.550 80 300 x 30 5 1.200
GTL16-20-1600 16 - 20 1.600 80 300 x 30 5 1.280
GTL20-32-1300 20 - 32 1.300 80 300 x 40 5 1.250 1.450
GTL20-32-1400 20 - 32 1.400 80 300 x 40 5 1.450
GTL20-32-1500 20 - 32 1.500 80 300 x 40 5 1.450
GTL20-32-1600 20 - 32 1.600 80 300 x 40 5 1.650
GTL20-32-1700 20 - 32 1.700 160 300 x 40 5 1.700
GTL20-32-1800 20 - 32 1.800 80 300 x 40 6 1.850
GTL26-35-1600 26 - 35 1.600 80 300 x 50 5 1.750
GTL26-35-1900 26 - 35 1.900 80 300 x 50 5 2.050 1.850
GTL26-35-2100 26 - 35 2.100 80 300 x 50 5 3.000
GTL42-50-2000 42 - 55 2.000 80 400 x 60 6 3.000
GTL42-50-2200 42 - 55 2.200 80 400 x 60 6 3.000
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Swing mounting position
•	 A short operation takes clean screening 

result
•	 better screening effect
•	 scrap for construction and screening
•	 used before and after the crushing plant
•	 separates fine particles during loading

Easy handling
•	 versatile
•	 optimal material separation
•	 spoon takes sieving.        



						              your contact person:

Steck Abbruchgeräte GmbH
Hauptstr. 20
D- 89192 Rammingen

place of jurisdiction: Ulm/Donau HRB 726131
VAT- ID No.:  DE275269830
phone	 +49 (0) 7345 9123 - 0
fax	 +49 (0) 7345 9123 - 20
mail	 info@steck.de
internet	 www.steck.de
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