
Arm extension

1

1

2

2

3

3

4

4

5

5

6

6

A A

B B

C C

D D

Status Änderungen Datum Name

Datum Name
 Bear.
 Gepr.

Maßstab:

Format:

 Norm

DIN ISO
13920-C

DIN ISO
2768-gK

 

Werkstoff:

Bezeichnung:

Bauteilnummer:

Blatt:EAN83018-LH904

26.01.2016 Sailer
 
  

 

  Stielverlaengerung

              Steck
      Abbruchgeräte
Hauptstr. 20 D-89192 Rammingen
     E-Mail  info@steck.de

A3
1 

Gewicht:755,196 kg1:20



2 © Copyright Steck 2024

Technical details STV1530 STV1730 STV1735 STV1740
code number 12280PB 12300PB 12608PB 12310PB
machine (t) 15 17 - 22 17 - 22 17 - 22
weight (kg) 780 1.050 1.100 1.140
length  A (m) 3,0 3,0 3,5 4,0

     Technical details 

* includes cylinder and level arm

Operating distance

Technical details STV1530 STV1730 STV1735 STV1740
A (m) 11,50 12,20 12,70 13,20
S (m) 11,20 12,30 12,80 13,30
P (m) 8,60 9,20 9,70 10,20
max. tool weight (kg) 800 1.400 1.400 800
max. arm extension length  (m) 3,0 3,0 3,5 4,0

Arm extension of excavator 
service weight 15 - 22 t

A
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Lift assets

Technical details STV1530 STV1730 STV1735 STV1740
H (m) 1,50 1,50 1,50 1,50
S (m) 8,40* 11,10* 11,00* 10,80*
max. weight (kg) 1.500 1.500 1.500 1.500
load pick up max.dipper capacity (kg) 800 1.400 1.400 800

The table values   refer to ISO 10567 for excavator bucket tipped.
The load never exceeds more than 87% of the lifting capacity of the hydraulic system 
or 75% of the static tilt stability.
With an asterisk (*) marked values   are limited by the hydraulic system.

Transport

In the development of the extension arm was taken to ensure that the transport 
dimensions H and L of the machine does not change.
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Technical details STV2230 STV2235 STV2240 STV2246
code number 12330PB 12609PB 12340PB 12345PB
machine (t) 22 - 30 22 - 30 22 - 30 22 - 30
weight (kg) 1.520 1.620 1.720 1.840
length  A (m) 3,0 3,5 4,0 4,6

     Technical details 

* includes cylinder and level arm

Operating distance

Technical details STV2230 STV2235 STV2240 STV2246
A (m) 13,00 13,50 14,00 14,60
S (m) 13,50 14,00 14,50 15,10
P (m) 10,20 10,70 11,20 11,80
max. tool weight (kg) 1.600 1.600 800 800
max. arm extension length  (m) 3,0 3,5 4,0 4,6

Arm extension of excavator 
service weight 22 - 30 t

A
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Lift assets

Technical details STV2230 STV2235 STV2240 STV2246
H (m) 1,50 1,50 1,50 1,50
S (m) 11,40* 11,00* 10,70* 10,20*
max. weight (kg) 1.500 1.500 1.500 1.500
load pick up max.dipper capacity (kg) 1.600 1.600 800 800

The table values   refer to ISO 10567 for excavator bucket tipped.
The load never exceeds more than 87% of the lifting capacity of the hydraulic system 
or 75% of the static tilt stability.
With an asterisk (*) marked values   are limited by the hydraulic system.

Transport

In the development of the extension arm was taken to ensure that the transport 
dimensions H and L of the machine does not change.
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Technical details STV3035 STV3040 STV3046 STV3050
code number 12610PB 12380PB 12385PB 12390PB
machine (t) 30 - 38 30 - 38 30 - 38 30 - 38
weight (kg) 2.150 2.300 2.480 2.600
length  A (m) 3,5 4,0 4,6 5,0

     Technical details 

* includes cylinder and level arm

Technical details STV3035 STV3040 STV3046 STV3050
A (m) 13,80 14,30 14,90 15,30
S (m) 14,40 14,90 15,50 15,90
P (m) 10,90 11,40 12,00 12,40
max. tool weight (kg) 1.600 1.600 1.200 1.200
max. arm extension length  (m) 3,5 4,0 4,6 5,0

Operating distance

Arm extension of excavator 
service weight 30 - 38 t

A



7

Lift assets

Technical details STV3035 STV3040 STV3046 STV3050
H (m) 1,50 1,50 1,50 1,50
S (m) 10,20* 9,10* 8,40* 7,90*
max. weight (kg) 1.500 1.500 1.500 1.500
load pick up max.dipper capacity (kg) 1.600 1.600 1.200 1.200

The table values   refer to ISO 10567 for excavator bucket tipped.
The load never exceeds more than 87% of the lifting capacity of the hydraulic system 
or 75% of the static tilt stability.
With an asterisk (*) marked values   are limited by the hydraulic system.

Transport

In the development of the extension arm was taken to ensure that the transport 
dimensions H and L of the machine does not change.
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Technical details STV3840 STV3846 STV3850 STV3861
code number 12410PB 12415PB 12420PB 12430PB
machine (t) 38 - 45 38 - 45 38 - 45 38 - 45
weight (kg) 2.550 2.760 2.900 3.290
length  A (m) 4,0 4,6 5,0 6,1

     Technical details 

* includes cylinder and level arm

Operating distance

Technical details STV3840 STV3846 STV3850 STV3861
A (m) 15,20 15,80 16,20 17,30
S (m) 16,30 16,90 17,30 18,40
P (m) 12,30 12,90 13,30 14,40
max. tool weight (kg) 2.400 2.400 1.600 1.600
max. arm extension length  (m) 4,0 4,6 5,0 6,1

Arm extension of excavator 
service weight 38 - 45 t

A
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Lift assets

Technical details STV3840 STV3846 STV3850 STV3861
H (m) 1,50 1,50 1,50 1,50
S (m) 7,00* 6,20* 5,70* 4,50*
max. weight (kg) 1.500 1.500 1.500 1.500
load pick up max.dipper capacity (kg) 2.400 2.400 1.600 1.600

The table values   refer to ISO 10567 for excavator bucket tipped.
The load never exceeds more than 87% of the lifting capacity of the hydraulic system 
or 75% of the static tilt stability.
With an asterisk (*) marked values   are limited by the hydraulic system.

Transport

In the development of the extension arm was taken to ensure that the transport 
dimensions H and L of the machine does not change.
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telescopic handle - arm extension
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              your contact person:

Steck Abbruchgeräte GmbH
Hauptstr. 20
D- 89192 Rammingen

place of jurisdiction: Ulm/Donau HRB 726131
VAT- ID No.:  DE275269830
phone +49 (0) 7345 9123 - 0
fax +49 (0) 7345 9123 - 20
mail info@steck.de
internet www.steck.de
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